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Confining and controlling light in extreme subwavelength scales are tantalizing tasks. In this work, we report
a study of individual plasmonic film-coupled nanostar resonators where polarized plasmonic optical modes
are trapped in ultrasmall volumes. Individual gold nanostars, separated from a flat gold film by a thin
dielectric spacer layer, exhibit a strong light confinement between the sub-10 nm volume of the
nanostar's tips and the film. Through dark field scattering measurements of many individual nanostars,
a statistical observation of the scattered spectra is obtained and compared with extensive simulation data
to reveal the origins of the resonant peaks. We observe that an individual nanostar on a flat gold film can
result in a resonant spectrum with single, double or multiple peaks. Further, these resonant peaks are
strongly polarized under white light illumination. Our simulation data revealed that the resonant
spectrum of an individual film-coupled nanostar resonator is related to the symmetry of the nanostar, as
well as the orientation of the nanostar relative to its placement on the gold substrate. Our results
demonstrate a simple new method to create an ultrasmall mode volume and polarization sensitive
plasmonic platformwhich could be useful for applications in sensing or enhanced light–matter interactions.
1. Introduction
Attempts to create ultrasmall hot spots to conne light at the
nanoscale have led to various nanophotonic system designs
realized via both lithographic and colloidal approaches.1–9
Among these, plasmonic nanoparticles have proven to be an
excellent platform to strongly conne light at length scales
much smaller than the diffraction limit.4,10–13 As a general rule of
thumb, the mode volume (or the hot spot) of a plasmonic
nanoparticle is scaled with the size of the particle. Further, the
resonant wavelength is also proportional to the size of the
particle itself.4,10,11,14 This is generally correct for both nano-
particles, such as gold (Au) nanospheres or silver (Ag) nano-
cubes, in air and lm-coupled. For instance, the resonant
wavelengths of spherical Au nanoparticles occur between 550–
800 nm for particle sizes ranging from 30–100 nm. Similarly, for
Ag nanocubes with sizes varying from 50–150 nm, their gap
mode resonant wavelengths change from around 600 nm to
1200 nm.4,10,14However, smaller particle sizes (<30 nm) will limit
the capability to perform dark-eld spectroscopy of single
particles due to the limited amount of scattered light and
residual stray light. Therefore, the possibility of single particle
identication is limited under a conventional dark-eld illu-
mination and the plasmonic hot spot volumes are usually in the
order of a few tens of nanometers due to the relatively large
particle sizes. Indeed, in order to study the optical response of
very small (10–15 nm) plasmonic particles other techniques
such as enhanced uorescence or wide-eld illumination and
detection have been employed.15,16 Furthermore, structures
such as nanospheres on mirror,1,11,12 could potentially provide
small mode volumes but do not offer polarized optical modes,
thus limiting the possibility of polarization control, which can
be important for sensing and anisotropic emission applica-
tions. Elongated Au nanorod (with relatively large diameter of
45 nm) on mirror nanoantenna structure has been shown to
offer anisotropic optical responses with potential applications
in nanophotonics.17 Other lithographic techniques also
attempted to create very small mode volume structures2,7 but
the results are still limited to around 30 nm due to several
limitations of conventional electron beam lithography systems.
Recently, many works have devoted considerable attention to
the optical properties of plasmonic nanostars,18–22 which have
several advantageous characteristics. Unlike many other previ-
ously studied metallic nanoparticles with given symmetries,
such as nanospheres23,24 or nanocubes,10,14 nanopopcorns25,26
and nanostars9,18–22,27–31 exhibit to a certain degree non-uniform
distribution of localized plasmonic elds along their spikes or
tips. Indeed, nanostars have recently attracted intensive atten-
tion in nanophotonics,21,22 biology,28,32–35 and materials
science,5,36–39 thanks to their ability to localize electromagnetic
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elds in nanoscale hot spots at their highly engineered nano-
scale tips. Several works related to the optical properties of Au
nanostars have studied ensembles of particles5,27,28,40,41 which
offered limited details regarding the mode resonances.
Recently, several other works have also looked into the plasmon
resonances of individual nanostars providing more details
relating the optical properties with the nanoscale tips.9,18,29,30,42,43
Shao et al. have also reported optical properties of single
nanostars on an indium tin oxide substrate.20
Here, we demonstrate an alternative approach to conne
plasmonic optical modes in ultrasmall volumes by using lm-
coupled nanostar resonators. Specically, a Au nanostar is
placed on top of a Au lm, separated by a thin (5 nm) dielectric
polymer layer. We show that the plasmon resonances of the
nanostar's tips are signicantly enhanced due to the resulted
extreme sub-wavelength mode volume. Our results clearly
indicate that the highly intense electromagnetic eld
enhancement in the small gaps formed between the nanostar's
tips and the Au lm can strongly conne light at a sub-10 nm
volume. Moreover, the nanostars are relatively large (75 nm)
therefore they are clearly visible under a typical dark eld
microscope, despite the ultrasmall mode volumes near their
tips, allowing easy identication and measurement of single
nanoparticles. Indeed, when illuminated by a white light
source, the nanostars that are coupled to a Au lm appear to be
much brighter than the same particles that are deposited on
a glass substrate. Furthermore, in contrast to previous
works,1,10–12,14,44 the resonant modes of the lm-coupled nano-
star resonators are strongly polarized which offer an additional
degree of freedom to control light at the nanoscale. The strong
light–matter interactions achieved by the proposed plasmonic
lm-coupled nanostar platform can be used for sensing13 and to
boost uorescence anisotropy,45 or nonlinear46,47 and
quantum5,48 optical applications.
2. Film-coupled nanostar resonators
The sample structure of this present study consists of colloidal
synthesized iron oxide-gold core–shell nanostars with an
approximate size of 75 nm placed over a Au lm (50 nm thick,
fabricated by electron beam evaporation method). The
magnetic iron oxide core was about 35 nm and the Au shell layer
was 40 nm. The iron oxide-gold core–shell nanostar's original
purpose was to make use of its dual-functionality, namely
magnetic and plasmonic properties, for biomedical applica-
tions.27 However, for this particular work the iron core's role was
to serve as a catalyst for the nanostar growth and the core does
not affect the plasmon resonant wavelengths of the Au nano-
star. Kwizera and co-workers27,40 have previous shown that for
the magnetic–plasmonic core–shell nanoparticles (including
nanostars), when the Au shell thickness is larger than 15 nm,
the change in the plasmonic resonant wavelength is negligible.
Further, the tips of the nanostar (<10 nm) are pure Au so the
plasmon resonances from the tips are not affected by the
magnetic core. The core–shell Au nanostar and the Au lm were
separated by a 5 nm polymer spacer layer sandwiched in
between (Fig. 1(a)).
The polymer spacer layer was formed by alternative dip
coating with polyelectrolytes (PE).3 Specically, ve alternating
positive PAH (poly(allylamine) hydrochloride) and negative PSS
(polystyrenesulfonate) layers (1 nm each) were used. The
thickness of the spacer layer may affect the resonant wavelength
and the amplitude of the scattered light intensity of the coupled
nanostar-lm resonator, depending on the incident angle of the
illuminated light.49 The spikes (or tips) of the Au nanostars were
estimated, via Transmission Electron Microscopy (TEM) image
(Fig. 1(b)), to be less than 10 nm. Indeed, the small tips of the
nanostar permit the formation of nanoscale hot spots. The
deposition technique of nanostars on a Au lm was described
elsewhere3 and the surface coverage of nanostars was less than
5% (Fig. 2).
In the experimental procedure, individual nanostars were
identied and isolated by a set of lenses and pinholes to allow
single particle measurements. Specically, individual nanostars
Fig. 1 (a) Schematic of the proposed ultrasmall mode volume plas-
monic film-coupled nanostar resonator: a nanostar with sub-10 nm
tips situated on top of a Au film, separated by a very thin 5 nm polymer
dielectric layer. (b) TEM image of typical nanostars. Inset: a close view
of a single nanostar. Scale bars are 50 nm.
Fig. 2 Dark-field scattering and SEM studies. (a) Dark-field image of
nanostars on a Au film and (b) on glass substrate. Both (a and b) were
plotted by using the same brightness scale. (c) SEM image of the
nanostars on a Au film substrate. Inset: a close view of a single nanostar
on the Au film (scale bars in (a–c) are 1 mm, 100 nm for the inset). (d)
Integrated pixels' intensity of the CCD images for nanostars on a Au
film (blue) and on a glass substrate (red). Solid curves represent the
intensity distributions.

































































































were illuminated by a white light source through a 100 Nikon
objective lens (numerical aperture NA ¼ 0.9, 1 mm working
distance) operating in the dark eld mode. The scattered light
from particles was collected by the same objective, ltered by
a pinhole aperture, refocused onto the entrance slit of a spec-
trometer (Horiba Jobin-Yvon iHR550) and analysed by a CCD
(Charged-Coupled Device) camera (Horiba Jobin-Yvon Synapse).
For the TE (transverse electric) and TM (transverse magnetic)
polarized light, our customized optical setup allowed for
a rotatable linear polarizer to be placed in amicroscope slider or
on the optical path in free space so a polarized incident light
can be achieved. The nal scattering spectrum of a particular
particle was normalized as scattering ¼ INS  ISS
IWL  Idark where INS,
ISS, IWL and Idark are the light intensities measured from the
nanostar, substrate, white light standard reection piece, and
the CCD dark counts, respectively. For better visualization
(Fig. 2(a) and(b)) and for scattering intensity analysis (Fig. 2(c)),
the nanostar scattering images were captured by a colour
camera (Thorlabs DCC1645C) and by a high dynamic range
black and white camera (Photometrics CoolSnap DYNO).
3. Experimental results
Fig. 2(a) and (b) show the dark eld scattering colour images of
Au nanostars for two different cases: on a at Au lm and on
a glass substrate, respectively. Individual Au nanostars are
visible as bright, red dots. For both cases, an identical 5 nm thin
polymer layer was coated on the Au lm or glass substrate prior
to the nanostar deposition. Due to the random distribution of
the nanostars on a given substrate (Au or glass), it is not simple
to compare the resonant characteristics of individual nanostars
with different polymer layer gap thicknesses. A previous
computational study by Soĺıs et al.49 has shown that depending
on the incident angle of the illumination the thickness of the
gap may have an effect on the spectral characteristics as well as
the amplitude of the resonant peaks. In our optical measure-
ments, because the nanostars' orientations were random, the
incident angle of the illumination could vary from one to
another. Therefore, throughout this work we used a xed
polymer gap thickness of 5 nm to limit the number of involved
parameters. It can be clearly seen that the nanostars on a Au
lm in Fig. 2(a) are much brighter compared to similar stars on
a glass substrate (Fig. 2(b)). This indicates that the nanostars
have coupled with the underneath Au lm and resulted in
a strong plasmonic resonance response. Furthermore, in order
to conrm the individual bright scattering dots shown in
Fig. 2(a) and (b) are from individual nanostars, Fig. 2(c) shows
a scanning electron microscope (SEM) image of nanostars on
a Au lm. Even though the SEM image cannot reveal detail of
individual nanostar's tip (inset of Fig. 2(c)), it is clear that the
nanoparticles were well separated and did not form clusters.
Further, we believe that the distribution of the nanostars on
a glass sample is the same as on a Au lm sample, because in
both cases the surface of the samples were coated with an
identical 5 nm PE spacer layer. The images presented in Fig. 2(a)
and (b) were captured by a colour camera that has a 255-pixel
depth for each colour (red, green, and blue) and is only sensitive
in the visible frequency range. In order to get the true image
intensity from near UV to near IR (400–1050), we used another
black and white CCD camera to take images of the nanostars for
both cases. Fig. 2(d) shows the histogram of the integrated
scattering intensity of individual nanostars for both samples.
Each intensity value of an individual nanostar was integrated
over an area of 20  20 pixels of the camera image. It is clear
that the intensity from the lm-coupled nanostar resonators is
much brighter compared with the nanostars on a glass
substrate.
Fig. 3 shows the scattering spectra for individual nanostars
on a Au lm (Fig. 3(a) and (b)) and on a glass substrate (Fig. 3(c)
and (d)). Due to the fact that the deposited nanostars on
a surface were randomly distributed, the localized surface
plasmon resonances will strongly depend on how an individual
nanostar is oriented on the surface.18,20,42 As shown in Fig. 3, our
measurements indicate that the resonant spectra of individual
nanostars can be categorized into two main groups, those with
single (Fig. 3(a) and (c)) and double (Fig. 3(b) and (d)) resonant
peaks. For each sample, i.e. on glass or on Au lm substrate, we
have measured more than one hundred individual particles to
draw this conclusion. During several occasions, we also
observed resonant spectra with multiple (more than two) plas-
mon resonances. Previous studies9,18,41,42 have also observed
similar resonant features for the case of nanostars in air. For
instance, de Puig et al.41 have demonstrated the multimodal
plasmon resonances of Au nanostars with various tip lengths. A
recent work by Tsoulos et al.30 had a closer look at the optical
properties of Au nanostars by combining experimental and 3D
computational studies and relates the heat loss, plasmon
resonances with the nanostar's orientation. However, in
contrast to these previous works, our case has the existence of
the Au lm in close proximity to the tips of the nanostars, which
Fig. 3 (a and b) Measured scattering spectra from individual nanostars
on a Au film. Each panel represents a different group of spectral
characteristics. (c and d) Similar measurements but for nanostars on
a glass substrate.

































































































helps to drastically enhance the mode connement at the
bottom tips.
It is also noticed that for the nanostars on a Au lm the
spectral full width at half maximum (FWHM) of the plasmon
resonances was narrower compared with the FWHM for the
nanostars on a glass substrate. Specically, for the nanostars on
a Au lm with a single resonant peak the average of measured
FWHMs was 35.7 nm while for the nanostars on a glass
substrate the averaged FWHMs was 55 nm. For the nanostars on
a Au lm that exhibited double resonant peaks the average of
measured FWHMs were 32.5 nm and 32.0 nm for the lower and
longer wavelength resonant peaks, respectively. On a glass
substrate, these values were 48 nm and 47 nm for the lower and
longer wavelength resonant peaks, respectively. As we have
mentioned above the spectral characteristics of an individual
nanostar resonator may vary depending on the orientation of
the nanoparticle and the illumination condition. Nevertheless,
our statistical data indicates a strong light connement by the
nanostars on the Au lm. Furthermore, the spectral character-
istics of the lm-coupled Au nanostars presented in our current
work are different compared to other lm-coupled nanoparticle
resonators, such as nanospheres1,11,12 and nanocubes,4,10 where
only a single peak was observed. As we will be discussing below,
the appearance of a single peak or double peaks in the resonant
spectrum is closely related to the geometry of the nanostar and
how the nanostar contacts with the substrate.
The results presented in Fig. 3(a) and (c) may indicate that
the measured spectra were from nanostars with poorly formed
tips.42 However, in such a situation one would expect an
unpolarized resonant spectrum for a given particle due to its
less asymmetrical shape. This is not always the case in our
observations. In Fig. 4 we show the polarization excitation
dependent measurements of individual nanostars on Au lm
for two different cases: single and double peaks. In the case of
the single peak, the TE and TM polarized components resulted
in a degree of polarization of P ¼ 28.7%. Here, TE and TM
polarized waves were chosen to be perpendicular to each other
and the polarization degree was dened as P ¼ |ITE  ITM|
ITE þ ITM ,
where ITE and ITM are the scattering intensities for TE and TM
signal, respectively. For the two-peak resonance case, the
degrees of polarization were P ¼ 61% and P ¼ 86% for the
687 nm and 758 nm resonant peak, respectively. Previous
studies by Hrelescu,9 Hao,18 and Nehl42 have also observed
a similar polarization behaviour in the individual nanostar's
scattering spectrum, which was related to the different tip
geometries in these nanoparticles. Thus, these measurements
allow us to conclude that the collected signal was from star-
shaped nanoparticles.
4. Computational results
The deposited nanostars on a Au substrate can take random
positions. In an ideal situation, one can label the position of
a nanostar, measure its scattering spectrum and then proceed
with a SEM measurement of the same particle.44 Via this way,
one can correlate the geometry of the lm coupled nanostar
resonator with the optical property of the same particle.
However, our current SEM capability does not offer a high
enough resolution to observe a single nanostar and its tip
orientations and therefore does not allow us to follow this
measurement approach. Therefore, we must turn our attention
to computer simulations. We use the commercial nite-element
simulation soware Comsol Multiphysics to model several
geometries that would represent possible experimental
scenarios, including asymmetric properties, number of tips that
touch the bottom lm, and the polarizations of the scattered
light from individual nanostars. Fig. 5 shows the simulated
extinction spectra for nanostars at several different congura-
tions and geometries placed on a Au lm. The model is
composed of four domains: metallic nano-star at the origin, free
space surrounding the particle, polymer spacing layer (5 nm
thickness) under the particle, and underlying Au substrate. In
order to calculate the extinction cross section (ECS) of the lm-
coupled nanostars, we employ the scattered-eld formulation
that directly computes the scattered elds by subtracting the
analytical solution of an incident plane wave in the absence of
the nanostars, which is considered to be the background eld.47
Perfectly matched layer (PML) boundary conditions are used
outside the simulated spherical area to completely truncate the
computation domain and absorb the scattered energy. The
dimensions and geometries of the nanostars were extracted
from the actual shapes of the particles taken from the TEM
images, as shown in Fig. 1(b). For simplicity, we rst consider
a nanostar that has 12 relatively short and equal-length sharp
tips branching out from a central spherical core. However, as
observed from the experimental results of the TEM
Fig. 4 Scattering spectra detected for TE and TM polarization
components for (a) single peak and (b) two peaks cases.
Fig. 5 Simulated extinction spectra for three different geometries as
schematically shown in the top row: (a) a single equal-length tip
touches the substrate, (b) one asymmetric tip touches the substrate,
and (c) two asymmetric tips touch the substrate.

































































































measurements, the nanostars' tips were not necessarily
uniformly distributed around the bulk of the particle. In our
rst initial calculations, we assumed that the 12 tips are
uniformly distributed around the central core resulting in
a star-like dodecahedral gold nanocrystal and such nanostar
has only one tip touching the bottom surface. The core diameter
is around 75 nm and the tip length is about 30 nm. Each tip has
corn shape with small apex (3 nm) and 34–52 corn angle.
Fig. 5(a) shows the polarized (TE and TM) and unpolarized
extinction spectra for this specic situation. The dielectric
function of Au used in the simulations was taken from experi-
mental data.50 A thin 5 nm polymer layer was placed in the
nanogap with refractive index n ¼ 1.4, which is identical to the
thin polymer layer used in the experiment. The discretization of
the simulation space is performed using the built-in free
meshing Comsol algorithm, which uses a division into tetra-
hedral nite elements in the areas of the nanoparticle and
surrounding medium. The PML thickness is selected in order to
fully absorb each wavelength of the incident wave. The area of
PML is divided into 5 spherical layers by using the sweep mesh
function in Comsol with spherical symmetry. The maximum
element size inside the nanoparticle is chosen to be 30 nm,
related to the skin depth of the materials used. In terms of the
surrounding medium, the maximum element size does not
need to be so small, and is chosen as l/6 in order to properly
account for the changes in electric eld. The ECS is calculated
as the sum of the scattering and absorption spectra. The result
of this particular simulation matches well with the measure-
ment scattering spectra presented in Fig. 3(a) and 4(a). The TE
and TM polarized waves in the simulation were perpendicular
to each other. Aer checking the eld enhancement distribu-
tion for each polarization illumination, we nd that a strong
plasmonic gap mode can be excited only under TM polarization
illumination and no gap enhancement exists with TE polariza-
tion incidence. In addition, the incidence angle for this case is
45, because the symmetric nanostar under normal illumina-
tion will not exhibit a plasmonic gap mode inside the thin (5
nm) polymer dielectric layer. This has also been demonstrated
by Soĺıs et al.49 However, aer we introduce some asymmetry in
the nanostructure, such as elongating either one or two of the
asymmetric tips, a strong gap eld enhancement can be ach-
ieved for both TE and TM polarization even under normal
incidence illumination. We also study the cases when the
nanostar has one and two asymmetric tips touching the surface
under a normal incident illumination. For these scenarios, we
observed two distinct peaks in the resonant spectra, which are
indeed polarized differently for TE and TM illuminations. These
later congurations result in an excellent agreement with the
measured data presented in Fig. 3(b) and 4(b).
The associated eld enhancement distributions of the reso-
nant spectra in Fig. 5 are computed and shown in Fig. 6. We nd
that the symmetric nanostar under TE polarization illumination
will not exhibit a plasmonic gap mode inside the thin polymer
dielectric layer. In order to produce strong gap plasmonic mode
enhancement, additional asymmetric nanostar congurations
such as one elongating tip or two tips of the nanostars touching
the polymer layer surface were introduced. Such asymmetries
will resemble the experimentally observed TEM image of these
nanostars (Fig. 1(b)). Fig. 6(a1) and (a2) show the normalized
electric eld distribution in the case of symmetric tips in the
one tip touching geometry under different polarization illumi-
nations (TE or TM) by using 45 incidence angle. It is clear that
a strong plasmonic gap mode can be excited only under TM
polarization illumination. Fig. 6(b1)–(b4) show four different
eld enhancement distributions in the case of one asymmetric
tip, two tips touching nanostar, with geometry shown in
Fig. 5(c). Specically, Fig. 6(b1) and (b2) correspond to two ECS
peaks when the nanostar is illuminated by TE polarization,
Fig. 6(b3) and (b4) correspond to the other two resonance peaks
under TM polarization. We nd that the value of the eld
enhancement nearly doubles for the case of asymmetric tips
geometry even under normal incidence illumination (Fig. 6(b)),
compared to the eld enhancement using only symmetric
nanostar (Fig. 6(a)). Furthermore, we note that at the second
resonant wavelength (780 nm), a strong plasmonic gap mode
always exists under both TE (Fig. 6(b2)) and TM (Fig. 6(b4))
polarization incidence, which is different from the symmetric
nanostar's response.
We also note that there is a small wavelength offset between
the computational data (Fig. 5) and the experimental data
shown in Fig. 3 and 4. Indeed, in the experimental data there
was quite a broad range of resonant wavelengths observed
because the nanostars were randomly distributed as well as they
were different in size. Therefore, the simulation data shown in
Fig. 5 demonstrates the polarization properties of these lm-
coupled nanostars, which are in relative agreement with the
experimental data. Additional simulation data to further
explain this wavelength offset is shown in Fig. 7. In Fig. 7, we
present some simulation results of a parametric study by
changing the dimensions or shape (one tip or two tips touching
or symmetric/asymmetric designs) of the nanostar. The simu-
lated extinction spectra for different nanostar sizes match well
with the measured scattering spectra presented in Fig. 3 above,
where some nanostars have single (Fig. 7(a)) and others have
Fig. 6 Normalized field distribution for two different geometries with
different resonant wavelengths. (a1 and a2) Correspond to the
geometry of symmetric tips, i.e., one tip touching nanostar, and (b1–
b4) correspond to the case of asymmetric tip, i.e., two tips touching
nanostar.

































































































double (Fig. 7(b)) resonant peaks. It is challenging to directly
compare the results presented in Fig. 7 with the measured
spectra in Fig. 3 because we do not know the exact orientations
of the nanostars that were experimentally measured by our dark
eld scattering study. However, the results presented in Fig. 7
help us to understand that the resonant wavelength and spec-
tral characteristics of each nanostar vary by using different
geometries and shapes of the nanostar located on a Au lm.
These theoretical results are consistent with the variety of the
measured scattering spectra presented in Fig. 3.
We also compute and present in Table 1 the estimated mode
volume Veff of the plasmonic resonance modes in the three
different geometries shown in Fig. 5(a)–(c). The mode volume is
dened as Veff ¼
Ð
3ðrÞ|EðrÞ|2d3r=Max½3ðrÞ|EðrÞ|2, where 3(r) is
the material permittivity and the integration is performed over
and around the mode's bright spot.51 From the above equation,
the mode volume is characterized as the ratio of total electric
energy to the maximum value of the electric energy density,
where the maximum electric energy densities in our system are
located around the nanoscale gaps formed between the nano-
star's tips and Au lm. The results in Table 1 show that a sub-
10 nm mode volume can be achieved for both TE and TM
polarization illuminations, especially in the case of the nano-
star geometry with two asymmetric tips touching the bottom
substrate (Table 1(c) and Fig. 6(b2) and (b4)). Compared to the
congurations of one tip touching, the maximum electric led
enhancement is increased in the case of two tips touching.
Several previous works have also demonstrated very small mode
volumes for plasmonic platforms. For instance, Huang et al.1
have reported a computational work to demonstrate a nano-
particle – on –mirror structure that offers a mode volume below
107 l3. Other experimental works have also demonstrated 105
l3 plasmonic mode volume.2,6 Our method provides a quick and
straightforward approach to create ultrasmall mode volume
(considering the case of Fig. 5(c)) plasmonic nanocavities
without the need for complicated electron lithography proce-
dures. More importantly, the presented lm-coupled nanostar
resonator platform provides a pathway to control the light
polarization at the nanoscale.
5. Conclusions
In conclusion, we have investigated a lm-coupled nanostar
resonator system that offers extreme sub-wavelength mode
volumes. It is demonstrated that by placing a Au nanostar on
a at Au lm, ultrasmall mode volumes are formed and strong
polarized light connement is achieved in between the nano-
star's tip and the lm region. We have performed simulations to
correlate the plasmonic resonant features with the geometry of
the resonators by considering the asymmetric shape of the
nanostar and how it may orient with respect to the underneath
lm. The lm-coupled nanostar resonators provide a new
approach to achieve strongly polarized light connement within
sub-10 nmmode volumes, which makes them an ideal platform
for applications requiring enhanced light–matter interactions
at low dimensions.
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W. E. Moerner, Nat. Photonics, 2009, 3, 654.
Fig. 7 Simulated extinction spectra for several different geometries
and shapes of nanostars located on a Au film. (a) Single resonant peak
and (b) two resonant peaks cases.
Table 1 Estimated mode volume Veff of the plasmonic resonance
modes for a single nanostar placed on a Au film corresponding to three
different geometries shown in Fig. 5(a)–(c)
Veff (nm
3) (a) (b) (c)
TE 2.30  105 l3 1.62  105 l3 1.05  107 l3
TM 2.46  106 l3 1.81  105 l3 9.75  107 l3

































































































8 E. B. Ureña, M. P. Kreuzer, S. Itzhakov, H. Rigneault,
R. Quidant, D. Oron and J. Wenger, Adv. Mater., 2012, 24,
OP314–OP320.
9 C. Hrelescu, T. K. Sau, A. L. Rogach, F. Jäckel and
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